














DESIGN OF LIGHTINGS FIXTURES INCORPORATING KYUDO GESTURE 
―ABOUT THE CREATION OF EXPRESSION METHOD BY KYUDO INTERPRETATION― 
 
松本翔太 
Shota MATSUMOTO  





The mind of budo stimulates the aesthetic sensibility of people, and emphasis is placed on the mind feeling 
full of spirit and resonance gestures, so we should not just ask for results. I think that it is not limited to budo. 
Especially kyudo gesture feels a beautiful resonance by moving on mindfulness. In this study, by performing a 
lingering action before and after use, we create a lighting fixture with expression created from the kyudo mind. 
The produced lighting performed slowly movements before and after the lighting function. I expect that not only 
kyudo but also design will be born from budo culture. 





















































































































































































































	 図 14 に示した 2DCG より縦線の幅を 40mm、円の直径を
300mm とし、可動照明部は直径 25mm とする。またアクリ
ルパイプ、塩化ビニルパイプ、スタイロフォームを用いて
1/1 モックを制作し、円の中心位置の検討を再度行い































数実験する。実験機は、直径 25mm 厚さ 2mm のアルミパイ
プを 1200m と 420mm で切り出し、アルミ角棒10mm四方と
3D プリンターでジョイントパーツを制作し組み立てる。
ステッピングモーターに装着するギアは最少歯数である
















ピングモーターに装着するギアはモジュール 1.0 歯数 16
と歯数 45、回転台は75mm 四方と 100mm 四方、回転台に固
定するギアは歯数 120 と歯数 130 を用いて検討実験を行






























































ル、鉄板を用いる。鉄板は直径 110mm 厚さ 9mm を 1 枚、








1220mm、重り部に用いる長さ 425mm、直径 40mm のアルミ
パイプを支柱に用いる長さ 622.5mm、操作部に用いる長さ
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